IN THE SPECIFICATION 

Please amend the specification as follows: A marked up copy of the specification 
is attached hereto. 



Page 46, line 15 (irrespective of printed line numbers), after "GGA-3']", please 
insert -(SEQ ID NO: 1)-. 

Page 47, line 13 (irrespective of printed line numbers), after "-3']", please insert 
-(SEQ ID NO: 2)-. 

Page 47, line 14 (irrespective of printed line numbers), after "-3']", please insert 
-(SEQ ID NO: 3)-. 

Page 47, line 16 (irrespective of printed line numbers), after "-3']", please insert 
-(SEQ ID NO: 4)-. 

Page 47, line 17 (irrespective of printed line numbers), after "-3']", please insert 
-(SEQ ID NO: 5)-. 



Page 49, line 3 ( irrespective of p rinted line numbers ). after_"^3T._please-insert 
-(SEQ ID NO: 6)-. 



Page 49, line 4 (irrespective of printed line numbers), after "-3']", please insert 
(SEQ ID NO: 7)-. 



Page 50, line 8 (irrespective of printed line numbers), after "-3']", please insert 
-(SEQ ID NO: 8)-. 

Page 50, line 9 (irrespective of printed line numbers), after "-3']", please insert 
-(SEQ ID NO: 9)-. 

Page 50, line 10 (irrespective of printed line numbers), after "-3']", please insert 
-(SEQ ID NO: 10)-. 

Page 62, line 5 (irrespective of printed line numbers), after "-3']", please insert 
-(SEQ ID NO: 11)-. 

Page 62, line 7 (irrespective of printed line numbers), after "-3']", please insert 
-(SEQ ID NO: 12)-. 

Please insert new pages 1-16 containing the Sequence Listing at the end of the 



